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PUMP PROTECTION
SMART AND AUTOMATIC CONTROL



INTELLIGENT
PUMP CONTROL
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IPC/2.8

INTELLIGENT PUMP CONTROLLER featuring an intelligent multi 
mode pressure adjusting knob and high precision pressure sensor.

KEY FEATURES
• Pressure adjusting knob
• Pressure sensor
• Built-in check valve
• Dry-run protection
• Built-in pressure vessel
• Energy saving

SPECIFICATIONS
Rated Voltage  : 220-240 VAC
Rated Frequency : 50 HZ
Max. Current  : 10 A
Max. Power  : 2 HP (1.5KW)
Starting Pressure : 1.0 - 2.8 BAR
Max. Pressure  : 10 BAR
Max. Temperature : 60 oC
Starting Flow  : 60 ~ 160 L/HR
Connection  : G 1”

L x B x H: 165 x 219 x 166



PRESSURE SWITCH
AUTOMATIC PUMP CONTROL



L x B x H: 105 x 64 x 104
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PS/5.6

PRESSURE SWITCH for pressurized water supply system. Automatic 
operation of pump depedning on set pressure.

SPECIFICATIONS:

Rated Voltage  : 220-240 VAC
Rated Frequency : 50 HZ
Max. Current  : 16 (8) A
Max. Power  : 1.5 HP (1.1KW)
Starting Pressure : 1.2 - 4.9 BAR 
Max. Pressure  : 5.6 BAR
Connection  : G 1/4”



L x B x H: 105 x 64 x 104

3 IN 1 PRESSURE SWITCH for pressurized water supply system. Auto-
matic operation of pump depedning on set pressure. Includes 3-way connector 
and manometer.

SPECIFICATIONS:

Rated Voltage  : 220-240 VAC
Rated Frequency : 50 HZ
Max. Current  : 16 (8) A
Max. Power  : 1.5 HP (1.1KW)
Starting Pressure : 1.2 - 4.9 BAR 
Max. Pressure  : 5.6 BAR
Connection  : G 1/4”
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PS3G/5.6



FLOAT SWITCH
clean water & sewage
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BUOY
clear water

FLOAT SWITCH for clear water application for automatic operation of pumps. Can be 

used in water tanks and water systems. 

SPECIFICATIONS:

Rated Voltage  : 220-240 VAC
Rated Frequency : 50 HZ
Rated Current  : 10 (4) A
Max. Temp.  : 55oC
Cable   : H05RN-F / 3x1m2 (2 mt)
Function   : Dual with auto filling / emptying
Medium   : Clear Water

L x B x H: 150 x 87 x 46

counter weight

high 
level

low 
level
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GUARD
sewage

FLOAT SWITCH for sewage application for automatic operation of pumps. Can be 

used in sewage tanks and sewage systems. 

SPECIFICATIONS:

Rated Voltage  : 220-240 VAC
Rated Frequency : 50 HZ
Rated Current  : 10 (4) A
Max. Temp.  : 55oC
Cable   : H07RN-F / 3x1m2 (5 mt)
Function   : Dual with auto filling / emptying
Medium   : Sewage 

L x O: 154 x 101

high 
level

low 
level
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